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F E ATUR E S
l Microproces s or technology ens ures high performance
accuracy and re liability.
Ins ula tion tes t voltages (0 .5kV-10kV ) .
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Ins ula tion res is tance , auto ranging on a ll ranges .
B a rgraph indica tes tes t voltage , decay can be obs erved
during dis cha rge .
Meas ures ins ula tion tes t time

Dis play warning of externa l voltage .

Hous ed in heavy duty ca rry ca s e .
E E P R OM ca libra tion.
D is play tes t dura tion for eas y compa ris on.
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F ully protected : crow bar.

S P E C IF IC AT IONS

Test Voltage(DC V) 0.5kV to 10kV
(0.5kV increment steps)

Insulation R esistance
(Auto-ranging)

25GΩ / 0.5kV
25GΩ at 0.5kV 500GΩ at 10kV

Accuracy ±3%rdg ±1dgt
Output Current Limit 50uA to 100uA(1W)
Live Warning > 500V AC
Operating-Temperature 0˚C ~ 40˚C
Operating-Humidity 85% Max. relative humidity
Dimensions 330(L) x 260(W) x 160(D)mm
Weight Approx. 3.6kg (battery included)
Power S ource 1.5V "C "

Accessories
Test leads
Instruction manual
Battery

x 8 Alkaline Batteries

Test & Measuring Instruments
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