
The Original Tuff Bucket is large enough in diameter to transport a 5 gallon 

bucket of oil or laser alignment tooling, yet tall enough to enclose gearbox oil 

filters and turbine turning gears. The Original works well for hauling electrical 

motors and anything that is heavy or awkward. The Original Tuff Bucket is also 

manufactured with a Rescue Equipment designation to clearly distinguish your 

rescue gear from your tools and equipment. This bucket was the very first 

Tuff Bucket product, and has earned its place as a true workhorse.

THE FIRST OF ITS KIND
ORIGINAL TUFF BUCKET

SPECIFICATIONSTUFF CONSTRUCTION

•  Item Number - TB-1322  

•  Upright Load Rating - 150 lbs 

•  Closure Load Rating - 150 lbs  

•  Diameter -  13”  

•  Height - 22”  

•  Capacity - 2,9193 in   (1.693 ft)

•  Triple Stitched

•  30 oz. Canvas

•  3.5 - 4.0 oz. Leather

•  Reinforced Bottom

•  3/8” Steel Rim

•  Webbing Handle for Ground Transport

•  Black 1” Webbing Closure (3500 lb.)

•  Black 1” Rigging Handle (9000 lb.)

•  1 ¼” D-Ring Rigging Eye 

•  Made in USA
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1) D-Ring Rigging Eye  2) Heavy Duty Grommet  3) Roll down canvas closure is load 

rated to 150 lbs. This closure protects contents of bucket in the event the bucket is 

turned up-side down.  4) Each product is equipped with a serialized rigging tag that 

provides the end user with the working load limit, product specifications, instructions 

for proper closure, and a warning label with general product warnings.
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TUFF BUCKET
S A F E  L I F T I N G  S O L U T I O N S

SETTING THE
STANDARD
FOR SAFE
LIFTING

http://www.transcat.com/products
http://www.transcat.com/products

