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Model 3561, 3563, 3565 & 4691  
Connector Test Adapters  
Banana Jack To #12, 16, 20 & 22 Pin 

Sales: 800-490-2361 Fax: 888-403-3360 
Technical Assistance: 800-241-2060 

 

 
 

 
FEATURES: 

• An ideal test adapter for testing multi socket 
connectors. 

• Flexible tip allows easy access to adjacent pins. 
• Use 3561 to test #20 sockets 
• Use 3563 to test #16 sockets 
• Use 3565 to test #12 sockets 
• Use 4691 to test #22 sockets 
• For use with 20 gauge multi-socket or panel 

connectors. 
MATERIALS: 
Upper Conn.:  Banana Jack Body 
Material:  Brass  
Finish:  Bright tin plated over copper  
Insulation:  Polyvinyl chloride (PVC).   

Marking: “POMONA ELECTRONICS, CALIF.  
 
Lower Conn.: Contact, #16 Pin (3563), #20 Pin 
(3561), #12 Pin (3565) & #22 (4691) 
 Material:  Brass 
 Finish:  Gold plated over electroless nickel. 
RATINGS: 

Operating Temperature:  +50°C. (+122°F.) Max. 
Operating Voltage: 2500 VAC/DC Max. 
Current: 7.5 Amperes Max.(3561), 13 Amperes 
Max. (3563), 23 Amperes Max. (3565) & 5 
Amperes Max. (4691). 

ORDERING INFORMATION:  Model 3561-*, 
3563-*, 3565-* & 4691-* 
*=Color, -0 Black, -2 Red 
Ordering Example: 3561-2 Adapter Color is Red 

3563, 3561, 3565 & 4691”. 


