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                 Model 
 Features

761A-LLP 761A-D 761A-500 761A-1K 761A-APXR 761A-BP

Pressure Range
-75  to 75 mbar 

(-30 to 30 inH2O)
-0.95 to 2.5 bar.g
(-13.5 to 35 psig)

-0.90 to 35 bar.g 
(-13 to 500 psig)

-0.90 to 70 bar.g 
(-13 to 1000 psig)

-0.90 to 70 bar.g 
(-13 to 1000 psig) 100 to 1,200 hPa

Control Stability <0.005%FS or 0.05Pa <0.005%FS <0.005%FS <0.005%FS <0.003%FS <0.02 hPa

Number of Internal 
Modules

   2    2   2      2 1 1

Removable Internal 
Modules  •  •  •   •
Differential Pressure  •  •
Gauge Pressure  •  •  •  •  •
Absolute Pressure  •  •  •  •
Barometric Pressure  •  •  •  •
Two External Pressure 
Modules  •  •  •  •  •  •
Built-in Electric Pump  •  •  •  •  •  •
Source/Simulate mA  •  •  •  •  •  •
Measure mA or V  •  •  •  •  •  •
24V Loop Power  •  •  •  •  •  •
Pressure Switch Test  •  •  •  •  •  •
HART/Profibus 
Communication  •  •  •  •  •  •
Task Documentation  •  •  •  •  •  •
Data Logging  •  •  •  •  •  •
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